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TABLE 2-10 - HARDWARE SPECIFICATIONS 

 
Hardware Type/ 
Specification Specific Requirements 

Hinges 
BHMA 101 

Hinges shall be 102 mm x 102 mm [4 in x 4 in] at exterior doors, and 90 
mm x 90 mm [3-1/2 in x 3-1/2 in] at interior doors. 

Self-closing Spring Hinges 
ANSI 156-17 Single-acting Grade 2, spring pivot stainless steel 
Locks & Latches 
BHMA 601 

Series 4000, Grade 2, at exterior doors.  Grade 2 or 3 at interior doors.  
Provide trim of wrought brass, aluminum, or stainless steel. 

Auxiliary Locks 
BHMA 501 

Series 4000, Grade 2.  Provide matching trim of wrought brass, aluminum, 
or stainless steel. 

Interconnected 
Lock & Latches 
BHMA 611 

Grade 2.  Provide matching trim of wrought brass, aluminum, or stainless 
steel. 

Closers 
BHMA 301 Series CO2000, Grade 2. 

 
 

2.q.(1). Locks and keys.  Lock cylinders shall have six pin tumblers and interchangeable cores. The 
Contractor shall coordinate core changes with the User after acceptance of the dwelling units. Provide a 
master keying system.  Locks for each housing unit, including exterior storage and garage door(s), shall 
be keyed alike. Mechanical Room door shall be keyed separately from the tenant key. Locks and keys 
shall conform to the standards and requirements of the Builders Hardware Manufacturers Association 
(BHMA) listed above. Keying must be integrated with existing “Best” system. 

 
2.q.(2). Weather-stripping and exterior thresholds.  Provide nonferrous metal or vinyl weather-stripping for 
all housing unit exterior doors (including those from garage and exterior bulk storage).  Vinyl magnetic 
weather-stripping is acceptable for metal doors.  Exterior thresholds shall be nonferrous metal. Design of 
the exterior threshold at slab shall be unacceptable if wood or other material subject to deterioration is 
used with the concrete slab. 
 
2.q.(3). Applications.  Locks and hinges shall be applied as follows: 
 

2.q.(3).(a). Exterior hinged entrance doors shall have 1-1/2 pair of hinges, lockset, and an auxiliary 
lock or interconnected lock and latch. Each windowless entrance door will have a viewer mounted at 
eye level. 
 
2.q.(3).(b). Exterior bulk storage door shall have 1-1/2 pair of hinges and lockset.  
 
 
2.q.(3).(c). Interior doors shall have one and one half pair of hinges and latchset with BHMA 601, F75 
or F76 operations. 
 
2.q.(3).(d). Doors in fire-rated walls from housing unit to garage shall have one of ball-bearing hinge, 
two self-closing spring hinges, lockset, auxiliary lock or interconnected lock and latch. 

 
2.q.(3).(e). Garage side exterior doors shall have 1-1/2 pair of hinges and lockset.  

 
2.r. Mailboxes. All housing units shall be provided with community mailboxes. Mail receptacles shall 
conform to criteria in USPS Publication 17 and 13, as appropriate. 152 mm {6 inches] thick concrete slabs 
shall be provided to support Centralized Mail Delivery Units.  Each Centralized Mail Delivery Unit shall consist 
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